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Confection adapter MA-2015 (SAP 256172)

Occupancy STAS4N

1 – –

2 – –

3 Brown Phase

4 Blue Neutral

5 Yellow / Green Earth  

Occupancy STAK3

1 Blue Neutral

2 Brown Phase

3 – –

PE Yellow / Green Earth
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Kabel UV beständig 4x0.75mm2 

Kabel UV beständig 3x0.75mm2 

Anschlusschema Adapter Moveno-Somfy Funk 
 
 
 
Konfektion Adapter MA-2015 (SAP 256172) 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
Konfektion Adapter BIDI-AWNING-HC (SAP 265162)  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Kabel UV beständig 3x0.75mm2 

Belegung STAS4N 
1 -  -  
2 -  -  
3 brown phase 
4 blue neutral 
PE yellow/green earth 
   

Belegung STAK3 
1 blue neutral 
2 brown phase 
3 -  -  
PE yellow/green earth 
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2 

1 

4  

Belegung STAS4N 
1 -  -  
2 -  -  
3 brown phase 
4 blue neutral 
PE yellow/green earth 
   

Belegung STAK3 
1 blue neutral 
2 black up or down 
3 brown up or down 
PE yellow/green earth 
 Belegung BIDI-AWINIG 

Abgang zu Motor (STAK3) 
Q2 black up or down 
Q1 brown up or down 
N blue neutral / com 
PE yellow/green earth 

Einspeisung 230V (STAS4N) 
PE yellow/green earth 
N blue neutral 
L brown phase 
1 brown up or down 

  1 

   2 

3   3 

3 

2 

1 

4  

1  1 

2       

3 

Funkempfänger 
BIDI-AWNING 

Confection adapter BIDI-AWNING-HC (SAP 265162)

Occupancy STAK3

1 Blue Neutral

2 Black Up or Down

3 Brown Up or Down

PE Yellow / Green Earth
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Kabel UV beständig 4x0.75mm2 

Kabel UV beständig 3x0.75mm2 

Anschlusschema Adapter Moveno-Somfy Funk 
 
 
 
Konfektion Adapter MA-2015 (SAP 256172) 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
Konfektion Adapter BIDI-AWNING-HC (SAP 265162)  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Kabel UV beständig 3x0.75mm2 

Belegung STAS4N 
1 -  -  
2 -  -  
3 brown phase 
4 blue neutral 
PE yellow/green earth 
   

Belegung STAK3 
1 blue neutral 
2 brown phase 
3 -  -  
PE yellow/green earth 
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Belegung STAS4N 
1 -  -  
2 -  -  
3 brown phase 
4 blue neutral 
PE yellow/green earth 
   

Belegung STAK3 
1 blue neutral 
2 black up or down 
3 brown up or down 
PE yellow/green earth 
 Belegung BIDI-AWINIG 

Abgang zu Motor (STAK3) 
Q2 black up or down 
Q1 brown up or down 
N blue neutral / com 
PE yellow/green earth 

Einspeisung 230V (STAS4N) 
PE yellow/green earth 
N blue neutral 
L brown phase 
1 brown up or down 

  1 

   2 

3   3 

3 

2 

1 

4  

1  1 

2       

3 

Funkempfänger 
BIDI-AWNING 

Cable UV resistant 4 x 0.75 mm2

Cable UV resistant3 x 0.75 mm2

Radio  
receiver

BIDI-AWNING

 
   

Occupancy STAS4N

1 – –

2 – –

3 Brown Phase

4 Blue Neutral

5 Yellow / Green Earth

Connection diagram adapter Moveno-Somfy radio

Cable UV resistant 3 x 0.75 mm2

Occupancy BIDI-AWNING

Exit to motor (STAK3)

Q2 Black Up or Down

Q1 Brown Up or Down

N Blue Neutral / Com

PE Yellow / Green Earth

Feed 230 V (STAS4N)

PE Yellow / Green Earth

N Blue Neutral

L Brown Phase


